
The information given and the recommendations made herein are based on our research and are believed to be accurate but no guarantee of their accuracy is made. In every case 
we urge and recommend that purchasers before using any product in full-scale production make their own tests to determine to their own satisfaction whether the product is of 
acceptable quality and is suitable for their particular purpose under their own operating conditions. THE PRODUCTS DISCLOSED HEREIN ARE SOLD WITHOUT ANY WARRANTY 
AS TO MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE OR ANY OTHER WARRANTY, EXPRESS OR IMPLIED. 
No representative of ours has any authority to waive or change the foregoing provisions but, subject to such provisions, our engineers are available to assist purchasers in adapting our products 
to their needs and to the circumstances prevailing in their business. Nothing contained herein shall be construed to imply the non-existence of any relevant patents or to constitute a permission, 
inducement or recommendation to practice any invention covered by any patent, without authority from the owner of this patent. We also expect purchasers to use our products in 
accordance with the guiding principles of the Chemical Manufacturers Association’s Responsible Care® program. 
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Features & Benefits 
 NonͲflammable 
 NonͲblooming 
 Activates difficult or porous surfaces 
 Improves adhesive gap fill 

Description 
Permabond C Surface Activator (CSAͲNF) is used in 
conjunction with Permabond cyanoacrylate 
adhesives to promote a faster cure and to extend 
their gapͲfilling capabilities. It significantly reduces 
the whitening effect often associated with more 
active cyanoacryates. It has been developed to be 
nonͲharmful and nonͲflammable making storage, 
shipment and use of the product less hazardous. 

Use of CSAͲNF enables fillets of cured adhesive to be 
formed if required and can be used to reduce the 
effects of blooming, which can affect black or 
decorative surfaces. Also, it facilitates the bonding of 
porous surfaces. 

Physical Properties 

Colour  Colourless 

Viscosity  1  mPa.s 

Flashpoint  NonͲflammable 

Boiling Point  40°C 

Specific Gravity  1.3 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 

Storage & Handling 

Storage Temperature  5 to 25°C 

Shelf Life  
Stored in original unopened containers 

12 months 

Additional Information 
Users are reminded that all materials, whether innocuous 
or not, should be handled in accordance with the 
principles of good industrial hygiene. Full information can 
be obtained from the Material Safety Data Sheet. 

Directions for Use 
̈Surfaces should be clean, dry and greaseͲfree prior to 
primer application. 
̈Permabond CSAͲNF should be applied either by wiping 
(using a clean cloth or brush), spraying or dipping one 
component. 

̈Allow the CSAͲNF to evaporate then apply the adhesive 
to the untreated second component. 

̈Handling time and cure speed will depend on the 
substrates and adhesive selected. (Handling time is the 
time from when the joint is assembled to the time when 
enough strength has developed for the joint to be 
handled.) 

̈For maximum bond strength, allow adhesive to cure for 
24 hours at 23°C. 
̈Permabond CSAͲNF is formulated to minimise attack and 
maximise performance on certain plastics. However, it is 
recommended that the product is tested for compatibility 
prior to use in production. 
Do not mix Permabond CSAͲNF directly with 
cyanoacrylate adhesives 
 
 
 
 
 
 
 
 
 

PERMABOND CSAͲNF
Cyanoacrylate Surface Activator

Technical Datasheet

Die hierin enthaltenen Informationen und Empfehlungen beruhen auf unserer technischen Erfahrung und sind nach unserem Wissen und Gewissen richtig. Ihre Genauigkeit kann nicht garantiert 
und keine Verantwortung für sie übernommen werden. Außerdem darf keine hierin gemachte Behauptung als bindende Verpflichtung oder Gewährleistung betrachtet werden. Vor der 
Verwendung dieser Produkte sollen Kunden im vollständigen Produktionsbetrieb ihre eigenen Prüfungen durchführen, um sicherzustellen, dass das jeweilige Produkt für ihre speziellen 
Bedürfnisse unter ihren  eigenen Betriebsbedingungen geeignet ist. 
Kein Vertreter unseres Unternehmens besitzt die Befugnis zur Außerkraftsetzung oder Änderung der o. a. Bedingungen. Unsere Techniker stehen dem Käufer jedoch zur Unterstützung bei der 
Anpassung unserer Produkte an ihre Bedürfnisse und an die in ihrem Betrieb vorherrschenden Bedingungen zur Verfügung. Kein Teil dieses Dokuments darf so ausgelegt  
werden, als würde er das Nichtvorhandensein relevanter Patente implizieren oder eine Befugnis, einen Ansporn oder Empfehlungen zur Verwendung einer Erfindung ohne Genehmigung vom 
Besitzer des Patentes darstellen. Wir erwarten ebenso von den Käufern unserer Produkte, dass sie diese in Vereinbarung mit den geläufigen Forderungen des „Chemical Manufacturers 
Association’s Responsible Care ® Program“ benutzen. 
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Besondere Eigenschaften  
 Verbessert die Dauerbeständigkeit der Verklebung 
 Einfache optische Kontrolle der Oberflächen‐
benetzbarkeit 

Beschreibung 
Permabond 2K‐Primer wird für die Vorbehandlung von 
Metall, Glas, Kunststoffen und Verbundmaterialien zur 
Verklebung mit Permabond Epoxies, Acrylaten oder PU‐
Klebstoffen empfohlen.  
Permabond 2K‐Primer zeigt nicht nur den Zustand der zu 
verklebenden Oberflächen an, sondern schützt auch die 
Klebefuge vor Umwelteinflüssen, besonders bei der 
Verklebung von Materialien welche ungünstigen 
Betriebsbedingungen ausgesetzt werden. 

Physikalische Eigenschaften 
Farbe  Rot 

Viskosität bei 25°C       1 mPa.s (cp) 

Flammpunkt  +55°C 

Spezifisches Gewicht  1,0 

Lagerung 

Verarbeitungszeit 
(ab dem Anmischen der Komponenten) 

8 Stunden 

Lagerungstemperatur  5 bis 25°C (41 to 77°F) 

Haltbarkeit 
(im ungeöffneten Originalgebinde) 

24 Monate 

Zusätzliche Informationen 
Unabhängig von der Einstufung des Produktes wird bei 
seiner Handhabung eine gute Betriebshygiene empfohlen. 
Die vollständigen Informationen entnehmen Sie bitte dem 
Sicherheitsdatenblatt.  

 

 

 

 

 

 
 
Anwendung 
 Die zu verklebenden Oberflächen entfetten, leicht 

anschleifen und den Schleifstaub entfernen 
 Glasflasche “A” öffnen 
 Inhalt der Ampulle “B” in die Glasflasche füllen 
 Sprühkopf aufschrauben und gut schütteln 
 Primer auf der Oberfläche dünn aufsprühen 

 

 
 Benetzung mit der obenstehenden Abbildung 

vergleichen, falls erforderlich mehr Primer aufsprühen. 
 Wenn die Benetzung “Gut” ist überflüssigen Primer 

mit einem sauberen, trockenen Stoff‐ oder Papiertuch 
abwischen.  

 Vor der Verklebung den Primer vollständig 
auftrockenen lassen 

 Den Primer nach dem Anmischen innerhalb von 8 
Stunden verarbeiten  

 
Das Diagramm zeigt die Festigkeit der Verklebung mit 
strukturellem Acrylat ohne/mit Verwendung von 
Permabond 2K‐Primer auf Aluminium. Die Beständigkeit 
der Verklebung wird wesentlich erhöht.  

 
 
 
 
 
 
 

Gut 
 
Vorbehandlung nicht 
ausreichend 

PERMABOND 2K‐Primer
Oberflächenvorbehandlung/‐indikator 
 Provisorisches Technisches Datenblatt 

Kontaktadressen Permabond:  

         Österreich:        Ing.E.Komp GesmbH 
     Ernst Karl Winter Weg 8/2 
     1190 Wien 
     Tel:  +43 (0)1 328 88 89 – 0 
     Fax: +43 (0)1 328 88 89 – 90 
     E-Mail: o f f i c e @ k o m p . a t  
     Homepage: w w w . k o m p . a t  


